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1. General Parameter

NO. Features Details Unit
1 Display Size(Diagonal) 1.47” Inch
2 LCD type IPS TFT -
3 Display Mode Normally black -
4 Resolution 172 RGB(H) x 320(V) Pixels
5 Viewing Direction ALL -
6 Module size 19.39(W) x 36.28(H) x 1.51(T) mm
7 Active Area 17.39(W) x 32.35(H) mm
8 Pixel Size 0.0337(W) x 0.1011(H) mm
9 Color arrangement RGB Vtertical stripe -
10 Interface 4 Wire SPI -
11 Display Colors 262K -
12 Driver IC ST7789P3 -
13 With or Without Touch Panel | Without -
14 Operating Temperature -20°C~70C C
15 Storage Temperature -30°C~80C C
16 Weight - g

Note 1: Please refer to the mechanical drawing.

2. Physical drawing

4/12

Model : T147B7-C08-12 Ver:1.0



&

L

8

¥2-2¢0-5¢0¢

¥2-2¢0-5¢0¢

AZ

OAA

&
31va 7 AW LNN \Wﬂx@

L 40

(133HS

‘Ad d3N0dddY

‘A8 d3XO3HO

‘A9 d3N9Is3a

NW:SLINN

RERVAON

LA

NOISH3A

¢1-800-/9.vl1

‘ON D1

AFEIRAHE

=
<

A ER

ShenZhen GoldenMorning Electronic Co.,Ltd

D
!

imension

:weabeiq ynda1) ybijexpeg

1'07F: (Z37) 9dueis|o] panynadsun,

S3A : (BAYEYR) SHoY'ZL

2,08+2,0€- : (EEEYEY) aanjesadwisy abeiols | |
2.0£+2,02-  (EEE)T) aamesadwsy bunessdo oL
(dALRW/p200Y : (EIEE##E) sdueulwNT'6

(dADAZ €=4A'YWO9=4] dHYM : (FEE) 1usiresoeg g
1dS I 1 (T 8depLiul’L

. (=) (+)v £d68LLLS : OILZXE) DI MUY
P3770D JIuoJ1o9|q @C_CLO_\/_CQU_OO usyzusays ﬁv_NmN HVA‘@R@ 10]0D°G
02£489¥x2/ | © (SR4E5) uonn|osay 'y
_ (= AT/ MM_M$~MMV|H\&_®_ _ ___D”m_mm V2 oe|g AllewoN : (EBRLET) apoly Aejdsia'e
=\7 = e\ [N TV (EISCEE) uondaug Bumaing
L4171 (BXALE) 0215 Aeidsia’)
:S3ALON
S —
SO0FE0=Fetld+Ddd ——f~— S00FE0 —Hi— rS00%5E=(1-8):50d
| - 500750
I | ﬁ SOFvYL
NS 5
~N o i %
5%0) 8 IR 4£30dd 3
( I+
29 J B R & O0dd L :
N4
10S 9 N
‘i"‘.- 1‘!‘/1 NSNS
LA R SRR
o/d v 20 33 RIS
R ot %, ogedele%s DodeeSel0%0 %0 020 %0 202!
13S34 € 5K (KL SRLIIILLLLKE]
R 00 se oot I o0 Se %9505 LR
8 KUK RS e tetetetetetetetetete%e%
aNo_ | e S s R s
03050200 050503050 SRR CHRHKKS
voI
K8 S8 8 68 2
H1][e% %% dotetototetotetetetetetetete!
JNVN Nid| ON RIBERCIRIIRRKIL, SRRIILRRIXLLAK 2 Qs g
120000202020 202050 %62 2o 0% SRR 2558 wow g
XL LIGEIIKK SRKRREILRRE R
i s ¢
detetototeele e 0505050 %% 5253585 S
2SISEIRLIILLELKL 25K Podedele!
RSILLIIKLLLLKE 23588 Dodelede!
K SRERSILLIIRLELIELS dogetetoletoteletetets)
pR0telet0te %0200 050 % %% dodoteletede!
2SISERIILIEIKLELS Doesetelek
oo totetetetetetetetetes! Dogesetetele!
10t0se S0 d0 %0200 050 %0 % %% dodetelelels! e
Z5ISERIRILEIELIIKL doSetetedey =
LI S5 N
0% 00%a % %% %% % % %4 Veve%e%%4
<10 eezLvwadl—i | L uu
~—— 6161 4 D1/aD>1—=1
6€'6L INDT
12205202 [DAA uonipa 1sii4 LA
viva NOIS 40238 NOISIATY A3

3. Mechanical D

1.0

T147B7-C08-12 Ver

Model

5/12




AhEEREFRIRAE

ShenZhen GoldenMorning Electronic Co.,Ltd

4. Asolute Maximum Ratings

Item Symbol Min. Max. Unit
Logic Supply Voltage IOVCC -0.3 4.0 Vv
Analog Supply Voltage VCC -0.3 4.6 Vv
Operating temperature Top -20 70 C
Storage temperature Tst -30 80 C

Note 1: If tAmbient temperature below 50°C, the maximal humidity is 90%RH, if Ambient temperature over 50°C,
absolute humidity should be less than 60%RH.

Note 2: The response time will be extremely slow when the operating temperature is around -10°C, and the back
ground will become darker at high temperature operating.

Note 3: If one of the above items is exceeded its maximum limitation momentarily, the quality of the product may be
degraded. Absolute maximum limitation, therefore, specify the values exceeding which the product may be
physically damaged. Be sure to use the product within the recommend range.

5. DC Characteristics

Item Symbol Min. Typ. Max. Unit
Analog Supply Voltage VCC 2.5 2.75 3.3 Vv
Logic Supply Voltage IOVCC 1.65 1.8 3.3 Vv
Input high voltage VIN 0.7*I0vVCC - IOVCC \Y
Input low voltage ViL GND - 0.3*I0VCC \Y,
Output high voltage VoH 0.8*1I0VCC - IOVCC Vv
Output low voltage VoL GND - 0.2*]0VCC \%
Input Current IN - 20 - mA
6. Backlight Characteristic
Item Symbol Min. Typ. Max. Unit Condition
Forward Voltage VF - 3.2 - \% -
Forward Current IF - 60 - mA -
Power dissipation Pd - 192 - mwW -
LED Life Time(25 °C) - - 10000 - Hrs -

Note: LED life time defined as follows: The final brightness is at 50% of original brightness.Typical operating life
time is estimated data.

6/12 Model : T147B7-C08-12 Ver:1.0



AhEEREFRIRAE

ShenZhen GoldenMorning Electronic Co.,Ltd

7. Pins Definitions

Pin.No Symbol Description
1 LEDA Backlit anode
2 GND Ground
3 RESET LCM Reset pin
4 D/C Register select pin.
5 SDA SPl interface input/output pin
6 SCL Serial clock pin.
7 VCC Power supply for Analog
8 CS Chip select pin (“Low” enable)

Note: The backlight LED is recommended to be powered independently by constant current drive.

8. Schematic Diagram

VIN U1 VEC
* » JVIN  vouT F—e 5y
5y 08 7 (07 C4
= e > = a————
10uF/10V | 104 - 10uF/10V | 104
® ® LCD
- —— @_1 LEDA
MCU — | 2
1 | ] '||| RES - & | b0
GND LED = =2 2 pESET
ec) 13_SCL = LEDK F—E5x SDA  5]1con
4 SDA LEDA ——% SCL 6
SDA ——2=—— == ——13CL
5 RES Q 7
RES oH———2 O} V(618
6 D/C S/ CS 8
D/C |2 CS
~s | 7_CS

I

4SPI &% |RIE
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9. Timing Characteristics
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4-line serial Interface Timing Characteristics
VDDI=1.65 to 3.3V, VDD=2.4 to 3.3V, AGND=DGND=0V, Ta=25°C
Signal Symbol Parameter MIN MAX | Unit Description
Tcss Chip select setup time (write) TBD - ns
Tesh Chip select hold time (write) TBD - ns
CsSX Tess Chip select setup time (read) TBD - ns
Tsce Chip select hold time (read) TBD - ns
Tehw Chip select “H" pulse width TBD - ns
Tscvew Serial clock cycle (Write) TBD - ns
-write command & data
Tshw SCL “H" pulse width (Write) TBD - ns
ram
oL Tsw SCL “L” pulse width (Write) TBD - ns
Tscver Serial clock cycle (Read) TBD - ns
-read command & data
TsHr SCL “H" pulse width (Read) TBD - ns
ram
Tair SCL “L” pulse width (Read) TBD - ns
Tocs D/CX setup time TBD - ns
D/CX
TocH D/CX hold time TBD - ns
SDA Tsos Data setup time TBD - ns
(DIN) Tson Data hold time TBD - ns
— Tacc Access time TBD | TBD | ns | For maximum CL=30pF
Ton Qutput disable time TBD | TBD | ns For minimum CL=8pF

4-line serial Interface Characteristics

Note1 : The rising time and falling time (Tr, Tf) of input signal are specified at 15 ns or less. Logic high and low

levels are specified as 30% and 70% of VVDDI for Input signals.
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10. Optical Characteristics
10.1. Overview

The test of optical specifications shall be measured in a dark room (ambient luminance <1lux an
d temperature = 25+2°C) with the equipment of Luminance meter system (Goniometer system an
d TOPCON BM-5) and test unit shall be located at an approximate distance 50cm from the LCD
surface at a viewing angle of 6 and ¢ equal to 0°. We refer to 6@0=0 (=63 ) as the 3 o'clock direct
ion (the “right”), 8@=90 (= 812 ) as the 12 O’clock direction (“upward”), 8=180 (= 89 ) as the 9
O’clock direction (“left”) and 8@=270(= 66 ) as the 6 O’clock direction (“bottom”). While scanning
8 and/or @, the center of the measuring spot on the Display surface shall stay fixed.

10.2. Optical Specifications
< Optical Specifications >

Parameter Symbol |[Condition| Min. | Typ. | Max. | Unit | Remark
03 80 85 : Deg.
i Horizontal
et @9 80 85 - | Deg.
Angle CR>10 Note1l
R 012 80 85 - Deg.
e Vertical
06 80 85 : Deg.
Contrast ratio CR @ =0° 1000 1500 ’ " Note?
Note3
Transmittance Tr 5 35 1.1 3 9 POL HC
+Clear
CF@C-Li
Color Gamut CG - 67 72 - o, @c-L
ght
Rx 0.640 | 0.670 | 0.700 "
Red
Ry 0.293 | 0323 | 0353 - Note4
. ~ (CF@C
Reproduction . Gx == 0.243 | 0.273 | 0303 :
reen %k | ; :
of color Gy 0.557 | 0587 | 0.617 - Light Wi
thout B-
Bx 0.103 | 0.133 | 0.163 & ITO)
Blue
By 0.087 | 0.117 | 0.147 _
Wx 0.261 | 0.291 | 0.321 - (CF@C
White Chromaticity ©=0° Light With
Wy 0.304 | 0.334 | 0.364 .
out B-ITO)
Response Time Ta= 25°C
g B T - 30 40 ms Note 5
(Rising + Falling) =0
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Note:

1. Viewing angle is the angle at which the contrast ratio is greater than 10. The viewing
angles are determined for the horizontal or 3, 9 o'clock direction and the vertical or 6, 12
o'clock direction with respect to the optical axis which is normal to the LCD surface (see
FIGURE 8).

2. Contrast measurements shall be made at viewing angle of ©= 0 and at the center of the
LCD surface. Luminance shall be measured with all pixels in the view field set first to
white, then to the dark (black) state . (see FIGUR 1)

Luminance Contrast Ratio (CR) is defined mathematically.

Luminance when displaying a white raster
CR =
Luminance when displaying a black raster
3. Transmittance is the Value with without APF and without CG.
4. The color chromaticity coordinates specified in the above table shall be calculated from the
spectral data measured with all pixels first in red, green, blue and white. Measurements

shall be made at the center of the panel.
5. The electro-optical response time measurements shall be made as FIGURE 9. The times
needed for the luminance to change from 10% to 90% is Tr, and 90% to 10% is Tf.
<Measurement Set Up>

12 Q'clock direction

cu=9m/ﬁ_fk_¢_
- ::::::::j
= e 30 ckdire 1
OPTICAL P 8 | 2 3 Drcl ockdirection
_ STAGE__"5g
g o
0 Q ol
a0'clack ™8 N T Tl
trection | v 2H o Lo — q g
(@=1803 % - —— j}
) o s
j 0 e - - %
49 — TOPCON
*B6 e SP.‘E",C'{“ direction L s L:)ensJStreen
90" e (@=270) Distance
LL— B ..;,, 20 {f’ Ik Hw‘).(ih= 50cm )
R e
=11 99 T-- o' T
<Response Time Testing>
{ [
F ) !
S Black(TFT OFF) White(TFT ON) Black(TFT OFF)S
9 [§
r 7
A —— TRl Te |e—
. 100% 7~ l\-
Optical
i 90%
Response
10%
0%
Time
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11. Reliability
11.1. MTBF

The LCD module shall be designed to meet a minimum MTBF value of 50000 hours with normal.

11.2. Test Condition

No Item Condition Criteria
1 |High Temperature Operating 70°C*24Hrs
2 |Low Temperature Operating -20°C*24Hrs
3 | High Humidity Storage 50°C*90%RH*24Hrs
4 | High Temperature Storage 80°C*24Hrs
1. No Defect Of Operational
F ion In R
5 |Low Temperature Storage -30°C*24Hrs Tgnmcglgrr;tgre z(:(ran Allowable.
: 2.IDD of LCM in Pre-and
Th I ling T -
6 ermal Cycling Test Storage Post-Test Should Follow
Specification.
7 | Packing vibration -
8 |Electrical Static Discharge
9 |Drop Test (Packaged) -

Note1. The test samples should be applied to only one test item.

Note2. Sample size for each test item is 2pcs.

Note3. No defection function allowable.
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Model : T147B7-C08-12 Ver:1.0



AhEEREFRIRAE

ShenZhen GoldenMorning Electronic Co.,Ltd

12. Precautions
12.1. Storage Conditions

12.1.1. Store the panel or module in a dark place where the temperature is 2315°Cand the humidity is
below 45+20%RH.

12.1.2. Store in anti-static electricity container.

12.1.3. Store in clean environment, free from dust, active gas, and solvent.

12.1.4. Do not place the module near organics solvents or corrosive gases.

12.1.5. Do not crush, shake, or jolt the module.

12.1.6. Strong light exposure causes degradation of polarizer and color filter.

12.2. Handling Precautions
12.2.1. Avoid static electricity, which can damage the CMOS LSI.
12.2.2. The polarizing plate of the display is very fragile, please handle if very carefully.
12.2.3. Do not give external shock.
12.2.4. Do not apply excessive force on the surface.
12.2.5. Do not wipe the polarizer with dry cloth, as it might cause scratch. If the surface of the LCD
needs to be cleaned, wipe it swiftly with cotton or other soft cloth soaked with petroleum IPA, do not use
other chemicals.
12.2.6. Reverse and use within ratings in order to keep performance and prevent damage
12.2.7. Do not remove the panel or frame from the module.
12.2.8. Except for soldering the interface, do not make any alterations or modifications with a soldering
iron; Ensure welding temperature at 320 ° C to 350 ° C, the welding timecontrol within the 10 s, welding

note don't stay too long in the same place to avoid scald FPC.

12.3. Limited Warranty

12.3.1. Our warranty liability is limited to repair and/or replacement. We will not be responsible for any
consequential loss. (FAIJAURIESRHNPRTHEIEM/EER, BB RRETENAMRE. )
12.3.2. If possible, we suggest customer to use up all modules in six months. If the module storage time

over twelve months, we suggest that recheck it before the module be used. JIRABE, FHAIBINEFTE

6 TBARZCEER, MEERFHAEREY 12 M, RIRNEERRRAIENRE. )

12.3.3. The warranty period is twelve months from the date of delivery. Buyer shall complete the
assembly of all processes within twelve months of validity. During the warranty period, if the product
quality problems, our company will be responsible for repair and replacement. All products must be

stored and handled in accordance with regulations. Under warranty. When the goods do not comply with

the above terms, we do not provide warranty services. ((RIEHI AR EZBE+""MH. LHMNE 129
BARHRABMMENASR., ERESN, NIRFRENRETR, KLABDEREHENER, MErRY
TR RHIEEEIINE, ERIEHN. SRS AR, HIITRERERS. )
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