
NOTES:
1. OPERATING TEMP:-20° C TO 70° C
2. STORAGE TEMP: -30° C TO 80° C
3. VIEWING DIRECTION:12 O'CLOCK
4. DRIVE IC: ST7789
5. DISPLAY COLOR: 262K
6. UNSPECIFIED TOLERANCES: ± 0.2mm.
7. MEANS: DIMENSION FOR REFERENCE

Pin Symbol

1 GND

2 VCC

3 SCL

4 SDA

5 RST

6 DC

7 CS

8 BL

9 SDA-0
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GND

VCC

SCL

SDA

RST

DC CS

BL SDA-0

GND

VCC

SCL

SDA

RST

DCCS

BLSDA-0
9 1

8080-16P

ST7789

2.8"TFT

GND
VCC
CSDCWR
RDRST
DCD15
BL

0.06 0.12

0.18

0.
18

DOT DETALL

SCALE 10X

240RGB×320
2.8"TFT

12 O'CLOCK

43.20(A.A)

46.26(LCD)

51.00(铁框)

54.74(PCB)

40.00

57
.6
0(
A.
A)

65
.1
5(
LC
D)

70
.2
0(
铁
框
)

76
.5
6

81
.2
8(
PC
B)

50.00(BL)

69
.2
0(
BL
)

2.54*8=20.32 1.50(PCB)2.90

4.40

24.00 15.4515.29

51
.5
6

50.70
1.65

5.
08

14
.6
1

1.10

9-
R0
.8
3

4-
R1
.7
0

9.
91


	图纸和视图
	模型


