AhEEREFRIRAE

ShenZhen GoldenMorning Electronic Co.,Ltd

b ERREFERAF]

ShenZhen GoldenMorning Electronic Co.,Ltd

PRODUCT SPECIFICATION
Model No E077XI-W-C14-07
Product Name 0.77 OLED Module
Version V1.0
Date 2024-11-05

[] Preliminary Specification
VM Final Specification

PREPARED CHECKED APPROVED

BY BY BY

1/13 Model : E077XI-W-C14-07 Ver:1.0



AhEEREFRIRAE

ShenZhen GoldenMorning Electronic Co.,Ltd

Revision History

Version Date Page Revise record Remarks

1.0 2024.11.05 - First issued -

2/13 Model : E077XI-W-C14-07 Ver:1.0



AhEEREFRIRAE

ShenZhen GoldenMorning Electronic Co.,Ltd

TABLE OF CONTENT

NO.Contents Page
1. GENEIAl PArameter ... ..ottt bt a ek b et ea b e e e bt e e s be e e e bt e e e be e e e e aae e e anbeeeenreean 4
B 012 (o= 1 [ = 1,77 T USSP UOSOUPPUPR 4
3. MeChaniCal DIMENSION .......uiiiiiiiiiiii ettt ettt e e e e bttt e e e s bt bt e e e s e bt e e e e e aabe bt e e e s nbeeeeeesabeebeeeesanbeeaesaaanbeeeeeanns 5
4. Absolute Maximum RAIINGS ....cooiuuiiiiiiiiii ettt ettt e e e s a bt e e e s e aab et e e e e s anbe e e e e e anbeeeeeeannbeeeaeaa 6
LT B O 0 g =T =Ty (=Y 153 (S U PPURP 7
B. PINS DEFINMITIONS. ...ttt ettt h e sh et e h bt e ottt e sa b et e ea b et e eab et e e be e e eabe e e e bee e e aneeesanne e s anneena 8
S a1 0= o I =T = o o SRS 9
8. TIMING CharaCteriSHICS ........ueiiiiiiiiie i ettt b e bt sh bt e s e bt e sttt e b et e eb et e nhee e sabe e sbe e e nbe e e e 10
1S O] o] for= B O g F= = Tod (=T 4 (o SO R 11
QTR =Y =T o RSP 12
T PrECAULIONS .ottt a e h e e et e a et e h e h e bt e bt e bt e bt e bttt e e e 13

3/13 Model : E077XI-W-C14-07 Ver:1.0



AhEEREFRIRAE

ShenZhen GoldenMorning Electronic Co.,Ltd

1. General Parameter

NO. Features Details Unit
1 Display Size(Diagonal) 0.77” Inch
2 LCD type OLED -
3 View Direction ALL -
4 Drive Duty 1/64 -
5 Resolution 128 x 64 Pixels
6 Module size 23.60(W) x 12.13(H) x 1.27(T) mm
7 Active Area 17.26(W) x 9.26(H) mm
8 Pixel Pitch 0.135(W) x 0.147(H) mm
9 Pixel Size 0.115(W) x 0.125(H) mm
10 Interface 4-Wire SPI -
11 Display Colors White -
12 Driver IC SSD1312 -
13 IC package type COG -
14 Operating Temperature -20°C~70C c
15 Storage Temperature -30C~80C C
16 Weight 0.72 g

Note 1 : Please refer to the mechanical drawing.

2. Physical drawing

4/13

Model : EO77XI-W-C14-07 Ver:1.0



I 2 | € | ¥ G 9 L 8
S0-LL-¥202 | SO-Ll-v20e | 3wva 7 WA LINN \Ww @'
AZ OAA L 40 L GL33HS L .
‘A8 d3A0dddVY | ‘A8 d3IX03HO ‘A8 d3N9IS3d 14 3Ivos WIAFSLINA —. O+. Am//,d\.NAm_lHW_mV wu_(_m.hm_o._. Um_u_._UmeCD m
0 SIA: (BLYEER ) SHOY'8
- -A\- ON WD1 D08+2.0¢- : (EIGEYL) samesadwiay sbelois/
NOIS¥IA £0-¥1O-M-IX.LL03 J0/L+D.02- : (FZE)Ir a4nmesadwsy bunesadog

0D dluo4)de @C_ChO uap|oH uayzua IdS 31IM-v : (I .43l
_oz D 2HoNddl WHOPI0D tstiz ;m 2LELASS * OILERE) DI 2Aua'Y

\Mm@%@m\ wm_m__ﬁ BUUM: (B1R) Joj03°e

794821 : (S&##LL) uonn|osay'z

AFEIRAHE

ShenZhen GoldenMorning Electronic Co.,Ltd

=
<

Yiesi®

D
!

d310.42°0 : (FERLE) odA) AejdsiarL
'SIION

SO'0FE 0=Htd+Ddd—i=—

S0'0F59=(L-¥1)«50d —
XQZ ©|eos ek am—

llejep sjoQ 00T i
SvL0 A i

S2L0

Pl w/

Contact Suk\

SLL0
SEL0

)

O0A

HINODA L]
FEN =

O]
B
NIAS

M10S
#2/d
#S3d
#SO
aaa
SSA
NLO
dlo
NZO
de¢d
JANVN NId

<
-

S0

(52
—

N
o
\

o
~ |~

[¢]

WwG'0X8X0k

881ek# NE

Inoke] 38§ 3 wo)

NI

(10d)Z 079861
loued)z 079

~——{dvo)z 0%z, 02

NN._‘ (sev'1)—| <<@Nm\:;

(5¢6°0)—~|| =—(v'Agz 01—
20%52 0—(=—(10d)z 0%€9'L L—1

(91— L—(vv)szu

(11—

Z0¥5T

TINM | T |0 O ||

I=—(1sued)z 0¥¢1 z1—1

o
z

SOLLyeoC | AZ uolpa 3si14 LA

viva NIIS dx003d NOISIAFA Ao

3. Mechanical Dimension
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4. Absolute Maximum Ratings

Item Symbol Min. Max. Unit
Logic Supply Voltage VDD -0.3 +4 Vv
Operating Voltage VCC 0 18 Vv
Operating temperature Top -20 70 C
Storage temperature Tst -30 80 c

Note 1 : All the above voltages are on the basis of “VSS=0V" .

Note 2 : When this module is used beyond the above absolute maximum ratings, permanent breakage of the
module may occur. Also, for normal operations, it is desirable to use this module under the conditions
according “Optics & Electrical Characteristics” . If this module is used beyond these conditions,
malfunctioning of the module can occur and the reliability of the module may deteriorate.

Note 3 : The defined temperature ranges do not include the polarizer. The maximum withstood temperature of the
polarizer should be 80C.

Note 4 : 50% Checkerboard.End of lifetime is specified as 50% of initial brightness reached. The average operating

lifetime at room temperature is estimated by the accelerated operation at high temperature conditions.
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5. DC Characteristics

Condition (Unless otherwise specified):
Voltage referenced to VSS
VDD = 1.65V to 3.5V

TA=25 C
Symbol Parameter Test Condition Min | Typ | Max | Unit
VCC Operating Voltage - 7.5 - 165 | V
VDD Logic Supply Voltage - 1.65 - 3.5 V
VOH High Logic Output Level IOUT = 100uA, 3.3MHz ?/'[9)[’)‘ ; RV
VOL Low Logic Output Level IOUT = 100uA, 3.3MHz - B (\)/E1)II))( \%
. . 0.8 x
VIH High Logic Input Level - VDD - - V
. 0.2 x
VIL Low Logic Input Level - - - VDD V
ICC, VDD = 1.65V~3.5V, VCC = 7.5V~16.5V
SLEEP ICC, Sleep mode Current Display OFF, No panel attached B B 10 UA
IDD, VDD = 1.65V~3.5V, VCC = 7.5V~16.5V
SLEEP IDD, Sleep mode Current Display OFF. No panel attached - - 10 uA
IBAT, VDD = 1.65V~3.5V, VBAT = 3V~4.5V
SLEEP IBAT, Sleep mode Current Display OFF, No panel attached - - 10 uA

VCC Supply Current VDD = 2.8V, VCC =12V,
IcC IREF = 10uA, No loading, Display ON, All ON - 700 900 | uA
Contrast = FFh

VCC Supply Current VDD = 2.8V, VCC =12V,

IDD IREF = 10uA, No loading, Display ON, All ON - 305 375 | uA

Contrast=FFh - 480 -

Segment Output Current

VDD= 2.8V, VCC= 12V, IREF=10UA, Contrast=AFh - 330 -
ISEG Display ON. UuA

Contrast=3Fh - 120 -

Dev = (ISEG — IMID)/IMID IMID =
Segment output current uniformit (IMAX + IMIN)/2

Dev 9 P y ISEG[0:127] = Segment current -3 - +3 %

at contrast = FFh

Adjacent pin output current Adj Dev = (I[n]-I[n+1]) /
Adj. Dev uniformity (contrast = FF) (I[n]+1[n+1]) -2 - +2 %

Remarks: (1) Charge pump related pins include: VBAT, C1P, C1N, C2P, C2N, VLSS
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6. Pins Definitions.

Pin.No Symbol Description
1 C2P
for charge pump capacitor; Connect to each other with a capacitor.
2 C2N
3 C1P
for charge pump capacitor; Connect to each other with a capacitor.
4 C1N
5 VSS Ground pin. It must be connected to external ground.
6 VDD Power supply pin for core logic operation
This pin is the chip select input connecting to the MCU.
7 CS# The chip is enabled for MCU communication only when CS# is pulled LOW (active
LOW).
8 RES# This pin is reset signal input. When the pin is pulled LOW, initialization of the chip is
executed. Keep this pin HIGH (i.e. connect to VDD) during normal operation.
This is the Data/Command control pad that determines whether the data bits are data
9 D/C# or a command.
In 12C interface, this pad serves as SAO to distinguish the different address of OLED
driver.
10 SCL Clock Input Pad
11 SDA Data Input Pad.
When external IREF is used, a resistor should be connected between this pin and VSS
12 IREF to maintain the IREF current at 10uA. Please refer to Figure 6-15 for the details of
resistor value.
When internal IREF is used, this pin should be kept NC.
COM signal deselected voltage level.
13 VCOMH A capacitor should be connected between this pin and VSS.
Power supply for panel driving voltage. This is also the most positive power voltage
14 VCC supply pin. When charge pump is enabled, a capacitor should be connected between
this pin and VSS.

Note 1 : See the IC Specification manual for details.
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7. Schematic Diagram.

5| | 1.0uF 1
{f C2P

C2N

C6|| 1.0uF 3
{ C1P

C1N

LCM
|”»—5- vss

11L.c3 || 1.0uF VDD 6
| I VDD

cs# [ 7 lcs# LCM

RES# [ RES#

MPU orc| 9 prc#

SCLK | SCLK

SDIN | SDIN

IREF 12

IREF

VCOMH

VCC

Voltage at IREF = VCC — 2V. For VCC = 7.5V, IREF = 10uA:
R1 = (Voltage at IREF - VSS) / IREF
= (7.5-2)V / 10uA
~ 550K
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8. Timing Characteristics.

D/C#
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Serial interface characteristics (4 Wire SPI)
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(VDD - VSS = 1.65V~3.5V, TA = 25°C)

Symbol Parameter Min Typ Max Unit
tcycle Clock Cycle Time 50 - - ns
tAS Address Setup Time 10 - - ns
tAH Address Hold Time 10 - - ns
tCSS Chip Select Setup Time 10 - - ns
tCSH Chip Select Hold Time 10 - - ns
tDSW Write Data Setup Time 10 - - ns
tDHW Write Data Hold Time 10 - - ns
tCLKL Clock Low Time 15 - - ns
tCLKH Clock High Time 20 - - ns
tR Rise Time - - 10 ns
tF Fall Time - - 10 ns
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9. Optical Characteristics.

All data in below based the condition (Ta = 22+3°C,60£10%RH).

Characteristics Symbol Min. Typ. Max. Unit Conditions
Brightness ) ) 2
(VCC Supplied Externally) Lbr 200 cd/m Note
Brightness ) 2
(VCC Generated by Internal DC/DC) Lbr 200 250 cd/m Note
CIE x 0.25 0.29 0.33
Color Coordinate White CIE1931
CIEy 0.27 0.31 0.35
Dark Room Contrast CR - 2000:1 -
Viewing Angle - Free - degree

* Optical measurement taken at VDD = 2.8V, VCC = 9V.

Software configuration follows Section 4.4 Initialization.

Note: Brightness (Lbr) and Supply Voltage for Display (VCC) are subject to the change of the panel
characteristics and the customer’s request.
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10. Reliability
10.1. MTBF

The LCD module shall be designed to meet a minimum MTBF value of 50000 hours with normal.

10.2. Test Condition

No Item Condition Criteria
1 | High Temperature Operating 70°C*24Hrs
2 |Low Temperature Operating -20°C*24Hrs
3 | High Humidity Storage 50 C*90%RH*24Hrs
4 |High Temperature Storage 80°C*24Hrs
1. No Defect Of Operational
F ion In R
5 |Low Temperature Storage -30°C*24Hrs T:nmcglgrr;tgre z(:(ran Allowable.
: 2.IDD of LCM in Pre-and
Th I ling T -
6 ermal Cycling Test Storage Post-Test Should Follow
Specification.
7 | Packing vibration -
8 |Electrical Static Discharge
9 |Drop Test (Packaged) -

Note 1 : The test samples should be applied to only one test item.

Note 2 : Sample size for each test item is 2pcs.

Note 3 : No defective function allowable.
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11. Precautions
11.1. Storage Conditions

11.1.1. Store the panel or module in a dark place where the temperature is 23+5°Cand the humidity is
below 45+20%RH.

11.1.2. Store in anti-static electricity container.

11.1.3. Store in clean environment, free from dust, active gas, and solvent.

11.1.4. Do not place the module near organics solvents or corrosive gases.

11.1.5. Do not crush, shake, or jolt the module.

11.1.6. Strong light exposure causes degradation of polarizer and color filter.

11.2. Handling Precautions
11.2.1. Avoid static electricity, which can damage the CMOS LSI.
11.2.2. The polarizing plate of the display is very fragile, please handle if very carefully.
11.2.3. Do not give external shock.
11.2.4. Do not apply excessive force on the surface.
11.2.5. Do not wipe the polarizer with dry cloth, as it might cause scratch. If the surface of the LCD
needs to be cleaned, wipe it swiftly with cotton or other soft cloth soaked with petroleum IPA, do not use
other chemicals.
11.2.6. Reverse and use within ratings in order to keep performance and prevent damage
11.2.7. Do not remove the panel or frame from the module.
11.2.8. Except for soldering the interface, do not make any alterations or modifications with a soldering
iron; Ensure welding temperature at 320 ° C to 350 ° C, the welding timecontrol within the 10 s, welding

note don't stay too long in the same place to avoid scald FPC.

11.3. Limited Warranty
11.3.1. Our warranty liability is limited to repair and/or replacement. We will not be responsible for any

consequential loss. (FRAIBMRIES(HNRHERM/EE ., HIVEARFFHABMAYRK. )
11.3.2. If possible, we suggest customer to use up all modules in six months. If the module storage time

over twelve months, we suggest that recheck it before the module be used. JIRABE, FHAIFBINEFTE

6 TEARRATHEER, MNREREFHAERES 12 N3, RIIBNEERRRAIENMNE. )

11.3.3. The warranty period is twelve months from the date of delivery. Buyer shall complete the
assembly of all processes within twelve months of validity. During the warranty period, if the product
quality problems, our company will be responsible for repair and replacement. All products must be

stored and handled in accordance with regulations. Under warranty. When the goods do not comply with

-

the above terms, we do not provide warranty services. ((RMEHA AR EZHE+T -8B, LHMNE 124
BARHRABMMENASR., EREHN, NIRFRENRETR, RLADEREHENER, MErRY
IZIRAEEEINAIE, ERIEHIN. HEMARTE LAY, FRIINMERRIERSS. )
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