AhEEREFRIRAE

ShenZhen GoldenMorning Electronic Co.,Ltd

b ERREFERAF]

ShenZhen GoldenMorning Electronic Co.,Ltd

PRODUCT SPECIFICATION
Model No E154XR-W-H13-30
Product Name 1.54 OLED Module
Version V1.0
Date 2024-04-24

[] Preliminary Specification
VM Final Specification

PREPARED CHECKED APPROVED

BY BY BY

1/12 Model : E154XR-W-H13-30 Ver:1.0



AhEEREFRIRAE

ShenZhen GoldenMorning Electronic Co.,Ltd

Revision History

Version Date Page Revise record Remarks

1.0 2024.04.24 - First issued -

2/12 Model : E154XR-W-H13-30 Ver:1.0



AhEEREFRIRAE

ShenZhen GoldenMorning Electronic Co.,Ltd

TABLE OF CONTENT

NO.Contents Page
1. GENEIAl PArameter ... ..ottt bt a ek b et ea b e e e bt e e s be e e e bt e e e be e e e e aae e e anbeeeenreean 4
B 012 (o= 1 [ = 1,77 T USSP UOSOUPPUPR 4
3. MeChaniCal DIMENSION .......uiiiiiiiiiiii ettt ettt e e e e bttt e e e s bt bt e e e s e bt e e e e e aabe bt e e e s nbeeeeeesabeebeeeesanbeeaesaaanbeeeeeanns 5
4. Asolute MaximumM RaATINGS .....cooiiiiiiiiiiiii et e e s sttt e e e e eht et e e s s sabe e e e s e aabeeeeeeasbaeeeeeeanbeeeeeeaanteeeeaans 6
LT B O 0 g =T =Ty (=Y 153 (S U PPURP 6
B. PINS DEFINITIONS ...ttt ettt h e h et e s h bt e ottt e sa b et e eabe e e eab et e e be e e eabe e e e beeeeaneeesanneessnneea 7
S a1 0= o I =T = o o SRS 7
8. TIMING CharaCteriSHICS ... ..o b bbbt oa bt e s bt e e b et e eb et e eh bt e na bt e st et et e e nneeenare s 8
1S O] o] for= B O g F= = Tod (=T 4 (o SO R 10
QTR =Y =T o RSP 11
T PrECAULIONS .ottt a e h e e et e a et e h e h e bt e bt e bt e bt e bttt e e e 12

3/12 Model : E154XR-W-H13-30 Ver:1.0



AhEEREFRIRAE

ShenZhen GoldenMorning Electronic Co.,Ltd

1. General Parameter

NO. Features Details Unit
1 Display Size(Diagonal) 1.54” Inch
2 LCD type OLED -
3 View Direction ALL -
4 Drive Duty 1/64 -
5 Resolution 12864 Dots
6 Module size 42.54(W) x 21.51(H) x 1.47(T) mm
7 Active Area 35.04(W) x 17.51(H) mm
8 Pixel Pitch 0.274(W) x 0.274(H) mm
9 Pixel Size 0.249(W) x 0.249(H) mm
10 Interface 4-wire SPI/I°C -
11 Display Colors White -
12 Driver IC SSD1317 -
13 IC package type COG -
14 Operating Temperature -20°C~70C C
15 Storage Temperature -30°C~80C C
16 Weight - g

Note 1 : Please refer to the mechanical drawing.

2. Physical drawing
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3. Mechanical Dimension

E154XR-W-H13-30 Ver:1.0

Model
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4. Asolute Maximum Ratings

Item Symbol Min. Max. Unit
Logic Supply Voltage VDD -0.3 4 \%
Supply Voltage for Display VCC 0 17 \%
Operating temperature Top -20 70 C
Storage temperature Tst -30 80 C
Life Time(100 cd/m?) Top 20000 - hour

Note 1 : All the above voltages are on the basis of “VSS=0V” .

Note 2 : When this module is used beyond the above absolute maximum ratings, permanent breakage of the
module may occur. Also, for normal operations, it is desirable to use this module under the conditions
according “Optics & Electrical Characteristics” . If this module is used beyond these conditions,
malfunctioning of the module can occur and the reliability of the module may deteriorate.

Note 3 : The defined temperature ranges do not include the polarizer. The maximum withstood temperature of the
polarizer should be 80C.

Note 4 : 50% Checkerboard.End of lifetime is specified as 50% of initial brightness reached. The average operating

lifetime at room temperature is estimated by the accelerated operation at high temperature conditions.

5. DC Characteristics

Item Symbol Min. Typ. Max. Unit
Analog Supply Voltage VDD 1.65 - 3.3 Vv
Operating Voltage VCC 7 - 16.5 Vv
Input high voltage VIN 0.8*vDD - - \Y
Input low voltage VIL - - 0.2*vDD \%
Output high voltage VOH 0.9*vDD - - \%
Output low voltage VoL - - 0.1*vDD \%
VCC Supply Current ICC - 800 1100 uA
VDD Supply Current IDD - 220 300 uA

Note 1 : Brightness (Lbr) and Supply Voltage for Display (VCC) are subject to the change of the
panelcharacteristics and the customer’ s request.

Note 2 : The above refers to the DC characteristics of the LCD screen.
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6. Pins Definitions.

Pin.No Symbol Description
1 NC NC.
2 VPP OLED panel power supply. Generated by upplied externally pump.
3 VCOMH This is a pad for the voltage output high level for common signals.
A capacitor should be connected between this pad and GND
4 VDD Power supply pin for core logic operation.
IM1 These are the MPU interface mode select pads.
5 IREF This is a segment current reference pad.
A resistor should be connected between this pad and GND.
CS Chip select pin (“Low” enable).
RES This is a reset signal input pad. When RES is set to “L”,the settings are initialized.
DC This pin is Data/Command control pin connecting to the MCU.
10 DO Serial clock pin.
1 D1 SPl interface input/output pin.
12 VSS Ground pin. It must be connected to external ground.
13 NC NC.

Note 1 : See the IC Specification manual for details.

7. Schematic Diagram.

12v U2 XC6206P282MR 3V 12V U3 XC6206P282MR 3V
3VIN  vouT [f—e 3VIN  vouT
cé § c7 cs c13 g ci5 | cia
—PUF o= —POOnF—P.QuF TUF = TOOnFP.ZuF
= LCD = LCD1
12V 1 12V 1
»¥—{NC N »—NC
MCU = -||—IC11 e 7 Zlvpp weut = oSt e L T 2l
112V ] VCOMH 112V VCOMH
G\r/\:g 3 cral [MuF, g VEr G\r/\llﬂ % S]—CL cr7llMury g mD
scL B—SCL, RA g0k 6 M1 gl ==t R6 —B60kQ 6
4 SDA. 4 IREF 42 _SDA — IREF
SDA5RES 71cs SDA[5RES, A
RES : 5 77K/ RES 8 RES v > R6 47K RES 8
6 =z RES 6 DC _ =& RES
E e 2 pc & R w6
cs 3¢ 4 47K SCLA0] D cs 8 4.7K"SCLT0 | o
3 2.7K_SDAT1 | o¢ 7 47K SDAJ; =
'Il 1% VSS ||| 15 VSS
MX—=1NC X——NC

7/12 Model : E154XR-W-H13-30 Ver:1.0



AhEEREFRIRAE

ShenZhen GoldenMorning Electronic Co.,Ltd

8. Timing Characteristics.

Serial Interface Timing Characteristics (4-wire SPI)

(Vop - Vss = 1.65V~3.3V, Ta = 25°C)

Symbol | Parameter Min Typ Max | Unit
teyele Clock Cycle Time 100 - - ns
tas Address Setup Time 15 - - ns
tan Address Hold Time 15 - - ns
tess Chip Select Setup Time 20 = = ns
tesy Chip Select Hold Time 50 - - ns
thsw Write Data Setup Time 20 - - ns
tDHW Write Data Hold Time 20 = ~ ns
teLKL Clock Low Time 50 - - ns
terkH Clock High Time 50 - - ns
tr Rise Time . . 40 ns
tp Fall Time - = 40 ns

Serial interface characteristics (4-wire SPI)

< tA%S »a t AAH >
— t = K teg a
C SN Css CSH /
71
r<:ycle
IcLKL o P [CLKH
/L p
71 IR \
tpsw IpHW
SDIN(D1 .
L Valid Data

CS#_\ /_

SCLK(D0)

SDINMD?XDGXDSXDJfXD3><D2><D1><DO>—
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I*C Interface Timing Characteristics

(Vpp - Vss = 1.65V~3.3V, To = 25°C)

Symbol | Parameter Min Typ Max | Unit
Leycle Clock Cycle Time 2.5 - - us
THSTART Start condition Hold Time 0.6 - - us
tup Data Hold Time (for “SDAqut” pin) 0 - - ns
Data Hold Time (for “SDAN” pin) 300 - - ns
tsp Data Setup Time 100 - - ns
tssparr | Start condition Setup Time (Only relevant for a repeated 0.6 - - us
Start condition)
tssTop Stop condition Setup Time 0.6 - - us
tr Rise Time for data and clock pin - - 300 ns
tr Fall Time for data and clock pin - - 300 ns
toLE Idle Time before a new transmission can start 13 - - us

I2C interface Timing characteristics

_____________________ === 5 i
SDA \' /< 4 ' A /
HD t tIDLE
—p] F le—
THSTART | — tsD 1SSTART tssToP
[3:3 :
SCL _/_\
tCYCLE
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9. Optical Characteristics.

All data in below based the condition (Ta =22+3°C 60iIO%RH).
LU 283 T Ta = 2243°C,60+10% RH 1154«

Items Symbol Min. Typ. Max. Unit Remark
T H e | mAME | BEME | BKE L DA #E
Opi:ratmg Luminance i 20 100* i el i
T{ R )L
Color . CIE x 0.25 0.29 0.33
Coordinate White CIE1931 Darkroom
AR R CIEy 0.29 0.33 0.37
Operating Life Time* ) _ X
Ty Top 20,000 = - Hours L=100 c¢d/m2

Note(FEEHIN):
1. L=100 cd/m” is based on VDD=3.0V, VCC=12.0V, Contrast command setting 0x35.
L=100 cd/m* LT VDD=3.0V, VCC=12.0V, %[t ¥E N 0x35.
2. Life Time is defined when the Luminance has decayed to less than 50% of the initial Luminance
specification.
(Odd and even chess board alternately displayed).
(The initial value should be closed to the typical value after adjusting.)
A3 i IR SCh 2 58 S R BRI U 721 50 % IN BT FEIRTIN 17) o
(P RS R A AR W) o
oL e AR ENNATE i s Ut L BIEL ER PN A

The above data are the data of OLED MODULE with polarizer, for reference only.
LA L Zedhs 7t i 1 1) OLED Bidhesiodls, U fEZ%.
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10. Reliability
10.1. MTBF

The LCD module shall be designed to meet a minimum MTBF value of 50000 hours with normal.

10.2. Test Condition

No Item Condition Criteria
1 |High Temperature Operating 70°C*24Hrs
2 |Low Temperature Operating -20°C*24Hrs
3 | High Humidity Storage 50°C*90%RH*24Hrs
4 | High Temperature Storage 80°C*24Hrs
1. No Defect Of Operational
Function In R
5 |Low Temperature Storage -30°C*24Hrs Tg”mcpg;tﬂre ne Allowablo.
. ) 2.1DD of LCM in Pre-and
6 | Thermal Cycling Test Storage Post-Test Should Follow
Specification.
7 | Packing vibration -
8 |Electrical Static Discharge
9 | Drop Test (Packaged) -

Note 1 : The test samples should be applied to only one test item.

Note 2 : Sample size for each test item is 2pcs.

Note 3 : No defection function allowable.
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11. Precautions
11.1. Storage Conditions

11.1.1. Store the panel or module in a dark place where the temperature is 2315°Cand the humidity is
below 45+20%RH.

11.1.2. Store in anti-static electricity container.

11.1.3. Store in clean environment, free from dust, active gas, and solvent.

11.1.4. Do not place the module near organics solvents or corrosive gases.

11.1.5. Do not crush, shake, or jolt the module.

11.1.6. Strong light exposure causes degradation of polarizer and color filter.

11.2. Handling Precautions
11.2.1. Avoid static electricity, which can damage the CMOS LSI.
11.2.2. The polarizing plate of the display is very fragile, please handle if very carefully.
11.2.3. Do not give external shock.
11.2.4. Do not apply excessive force on the surface.
11.2.5. Do not wipe the polarizer with dry cloth, as it might cause scratch. If the surface of the LCD
needs to be cleaned, wipe it swiftly with cotton or other soft cloth soaked with petroleum IPA, do not use
other chemicals.
11.2.6. Reverse and use within ratings in order to keep performance and prevent damage
11.2.7. Do not remove the panel or frame from the module.
11.2.8. Except for soldering the interface, do not make any alterations or modifications with a soldering
iron; Ensure welding temperature at 320 ° C to 350 ° C, the welding timecontrol within the 10 s, welding

note don't stay too long in the same place to avoid scald FPC.

11.3. Limited Warranty

11.3.1. Our warranty liability is limited to repair and/or replacement. We will not be responsible for any
consequential loss. (FATIAIRIES(EXPRTHEIEM/ B #E, BA MG AR TERATREK. )
11.3.2. If possible, we suggest customer to use up all modules in six months. If the module storage time

over twelve months, we suggest that recheck it before the module be used. (JIERTEE, BHAIRBINZFE

6 TBARZCEERER, MREREFHAEREY 12 M3, R(IRNEERRRAIENRE. )

11.3.3. The warranty period is twelve months from the date of delivery. Buyer shall complete the
assembly of all processes within twelve months of validity. During the warranty period, if the product
quality problems, our company will be responsible for repair and replacement. All products must be

stored and handled in accordance with regulations. Under warranty. When the goods do not comply with

the above terms, we do not provide warranty services. ({R{&HB AR ZHEE+-1"N8., THMNE 1249
BWSHrERENEEZ, HFREHEAR, NR=RHENEEER, BASEREHEENER, FrEBrmnd
TERRHIEMEFIE, FERIEHEA., JEMARTS LARME, HAAREFRERS. )
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